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1524 x 227.5 x 6.5 mmEN 427

6.5 mm

0.5 mm

1.5 mm

EN 428

EN 429

EN 430

EN 427 6 pcs / caixa = 2.081 m2

10.76 kg/m2

Dimensões

Espessura total

Wear Layer

Eva

Réguas por caixa

Peso por m2

Micro biselado 4LBiselado

EN 105:B02   1994

<= 10mm

+/- 0,1 mm

EN 606-2

EN 717-1:2004

ISO TR 4981:2009   Refer ti EB425:2002

5.5mm

Passou, >= Grade6

<=0.015g

Class E1, no emission

Passou

Solidez da cor à luz artificial

Teste impacto

Resistência ao desgaste

Teor de emissões

Simulação de movimento cadeira com rodízios

19.8kgResistência click

<=0,15%EN 434

EN 434Ondulação após exposição ao calor (80º, 6h) 

EN ISO 13501-1

<= 10kg

EN 13893:2003

ISSO 24343-1:2007 Passou (0.15mm)

Classe DS

Fire class Bfl-S1Reação ao fogo

Caraterísticas Normas Composite

Propriedades anti-deslizantes

Resistência à água

ISO 10140:2010   EN ISSO 717-2:2013Redução acústica (Ensaio elaborado pelo LNEC)

Estabilidade dimensional após exposição ao calor (80º, 6h)

Classificação de desempenho

Residencial

Comercial

Industrial

EN 685   EN ISO 10582

21, 22, 23

31, 32, 33, 34

43

TYPE UNIT FEATURE NORM

Material group 8153 / 8119 / 8374 / 42062 / 42063 / 42065 / 42066 / 42257 / 42258 / 42361 / 42362 / 42363
Dimensions mm 1292 x 194 x 8 According to EN 13329
Construction Process DPL

Base board HDF (density 850-890 kg/m³) According to EN 316

Locking system 2-Lock system Produced under license of Välinge
Innovation AB

Edges Tech3S silicon treated edges
Guarantee Years 25 years residential

FEATURE NORM REQUIREMENTS TARKETT TYPICAL VALUE

Abrasion resistance EN 13329 – Annex E AC4 AC4
Impact resistance EN 13329 IC2 IC2
Stain resistance EN 438-2 (Group 1,2 & 3) Groups 1&2: grade 5 - G
Resistance to cigarette burns EN 438-2
Effect of furniture legs EN 424 No damage No damage
Castor chair test (soft rolls) EN 425 No change in appearance or damage No change in appearance or damage
Thickness swelling EN 13329 – Annex G
General requirements
Thickness EN 13329 Nominal thickness +/- 0,5 mm 8 mm; +/- 0,5 mm
Length EN 13329 Nominal length +/- 0,5 mm 1292 mm; +/- 0,2 mm
Width EN 13329 Nominal width +/- 0,1 mm 194 mm; +/- 0,1 mm
Squareness (q) EN 13329
Straightness of the surface layer (s) EN 13329
Flatness width EN 13329
Flatness length EN 13329
Opening between elements (o) EN 13329
Height difference between elements (h) EN 13329
Dimensional variations EN 13329

Light fastness EN 13329

Static indentation EN 433
Surface soundness EN 13329
Use and safety
Flame resistance EN 13501-1 at least Cfl-s1 Cfl-s1
Formaldehyde emission EN 717-1 E1 E1

EN 14041 / EN 13983
Thermal resistance (plank) DIN EN 12667 2K/W 2K/W
Thermal resistance with 2mm Tarkett foam DIN EN 12667 2K/W 2K/W
Thermal resistance with 3mm Tarkett 
SoundBlock foam DIN EN 12667 2K/W 2K/W

DOP No.014DoP2013-07-10

LOGISTICS INFORMATION

8 planks/box 56 boxes/palette

Woodstock 832
TECHNICAL DATA SHEET
LAMINATE COLLECTION 2018

Woodstock 832
EN 13329 Distributed in EU by 

Laminate Park GMbH &Co KG Werkstr.
 66265 Heusweiler/Eiweiler GermanyFTZecL

The above information is subject to modification for the benefit of further improvement. (01/17).
Tarkett’s instructions regarding installation, cleaning and maintenance should be observed. Please contact Tarkett at the address shown for these
instructions.
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Type of floor covering EN ISO 10582 Heterogeneous Compact Resilient 
Floorcovering

Heterogeneous Compact Resilient 
Floorcovering

EN ISO 10874
Domestic: 23
Commercial: 33
Industrial: 42

Domestic: 23
Commercial: 34
Industrial: 43

Technical characteristics

Total thickness EN ISO 24346 2,5 mm 2,5 mm

Wear layer thickness EN ISO 24340 0,55 mm 0,7 mm

Total weight EN ISO 23997 4000 g/m² 4000 g/m²

Wear layer binder content EN ISO 10582 Type I Type I
Dimensions EN ISO 24342

Planks 16,66 x 100 cm, 22 planks/box = 3,67 m²
12,5 x 122 cm, 24 planks/box = 3,66 m²
20 x 122 cm, 15 planks/box = 3,66 m²
25 x 122 cm, 12 planks/box = 3,66 m²
25 x 150 cm, 10 planks/box = 3,75 m²
50 x 100 cm, 7 planks/box = 3,50 m²

Tiles 25 x 50 cm, 30 tiles/box = 3,75 m²
50 x 50 cm, 15 tiles/box = 3,75 m²
50 x 100 cm, 7 tiles/box = 3,50 m²
100 x 100 cm, 3 tiles/box= 3 m²

Surface treatment (PUR) TopCleanXP™ TopCleanXP™

Beveled edges Yes Yes

Dimensional stability EN ISO 23999

Curl resultant to heat EN ISO 23999

EN 13501-1 Bfl-s1 glued on wood panel and concrete Bfl-s1 glued on wood panel and concrete

Residual indentation EN ISO 24343-1

Furniture leg EN 424 No damage No damage

Castor chair ISO 4918 - EN 425 No damage No damage

Impact sound reduction EN ISO 717-2

Reduction of in-room impact noise EN ISO 31-074 n,e,w < 85 dB) n,e,w < 85 dB)

Thermal resistance EN ISO 10456 0,02 m² K/W 0,02 m² K/W

EN ISO 105-B02 (method 3a)

Chemical resistance EN ISO 26987 Not affected (0) Not affected (0)

Slip resistance DIN 51130
EN 13893

R9 / R10 depending on embossing R9 / R10 depending on embossing

Electrical properties EN 1815
EN 1081

<2 kV on concrete
> 109 Ohm

<2 kV on concrete
> 109 Ohm

Peeling resistance EN ISO 24345

Underfloor heating Suitable - max. 27 °C Suitable - max. 27 °C

32 %

CUSTOMS TARIFF : 4820 5000 00

iD INSPIRATION 55-70
iD INSPIRATION 55-70PLUS
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